
For over 30 years, Pronovost has been specializing in front-end loader manufacturing. 
During this time, we have also introduced a complete line of forestry equipment. We have remained 
in constant touch with consumers and have been systematically improving the quality of our products
for Canada and the United States.

High quality manufacturing along with a professional staff ensures that your choice of Pronovost
products is the right choice. Our motto, «Excellence in the Field» indicates clearly our commitment to
offering you, our customer, the best products available in the market to your complete satisfaction.

Today, it is with pride that we present to you the new version of Pronovost backhoes.

One Team - One Goal

Pronovost backhoes
Rugged and Durable !

Pronovost backhoes

Pivot rotational system
Boom rotation is controlled by 2 hydraulics cylinders
mounted with repleceable and greasable bushings,
giving a strong and precise rotation

Standard features of the
pivot rotational system
• Replaceable axial pin bushings and wear pads
• Attachment pins 1 3/4 " at strategic points (8 ST, 

8 DL, 12 ST, 12 DL)
• Reinforced plate at boom pivot point
• Rubber shock absorbers
• Quick and easy maintenance

Available mounting kits
1) Quick attach frame kit

Tractor mounting kits for specific makes and 
models of tractors.

2) Quick attach frame kit
« SKID STEER» mounting kits for specific
makes and on request. 

3) Three-point hitch mounting kit for 
categories 1 and 2 tractors

Attaches to your tractor's 3 pt. hitch
minimizing movement;adjustable and
installs quickly.

IMPORTANT ! Hardy Equipment will not be
held responsible for all damages incurred
through misuse and/or improper installation
of the backhoe's 3 pt. hitch.

Control levers
Mechanical dual joysticks allows
easy maneuvrability of your back-
hoe, equipped with individual con-

trols for stabilizers. All hydraulic
valves are supplied and protected by a

built-in relief, cushion and anti-cavitation
features.

8 DL, 12 DL telescopic control
External attached hand control on joystick permits operator to extend telescopic dipper
with case of your 8 DL and 12 DL.

Pivot points
Backhoe models are equipped with changeable bushing located at strategic points.

Lock pin

Mounting kit
on tractor

Mounting kit
on backhoe

Model 6 ST
Our model 6 ST backhoe is the smallest of the Hardy line. 
With an overall reach of 9 ´and a digging depth of 6´6” 
makes the Hardy 6 ST very maneuvrable and versatile suited
for all working conditions.

Recommended tractor HP
20 to 40 HP

May not apply to all tractor models.

Model 8 ST
Our model 8 ST backhoe has an overhall reach of 10 ´6”
and can dig to a depth of 8 ft.

Recommended tractor HP
30 to 90 HP

May not apply to all tractor models.

Model 8 DL 
(telescopic)
The telescopic model 8 DL has a base reach 
of 10’6” and a digging depth of 8’.

Another supplementary 2 ft. extension 
is obtained by using the hydraulic 
system.

Recommended tractor HP
35 to 95 HP

May not apply to all tractor models.

All Hardy backhoes have a wide stabilizer width, thus
decreasing the force applied on the 3-pth. of the tractor.
Also, all stabilizer cylinders are protected with a metal 
guard (exc. model 6 ST).

Backhoe Model 12 ST
Our model 12 ST has an overall reach of
14 ft. 6 in. and can dig up to 10 ft. 5 in.

Recommended tractor HP
50 to 120 HP

May not apply to all tractor models.

Backhoes 12 DL
The telescopic model 12 DL has a base
reach of 14’ 6” and a digging depth of
10’ 5”.

Another supplementary 32 inches
extension is obtained by using the
hydraulic system.

Force de tracteur recommandée
70 à 130 HP

Peut varier selon la structure du tracteur.



Technical information

Hardy Equipment also manufactures 27 models of loaders ranging from 15 HP
to180 HP and 5 models of log-grapples and forestry trailers for all types of work.

For more information concerning Hardy products, please do not hesitate to contact
our sales representatives or our head office.

SPECIFICATIONS 6 ST 8 ST 8 DL 12 ST 12 DL
CLOSED EXTENSION OPEN EXTENSION CLOSED EXTENSION OPEN EXTENSION

1- Bucket digging strength 3 065 lb 1 393 kg 5 070 lb 2 304 kg 5 070 lb/2 304 kg 5 070 lb 2 304 kg 6 100 lb/ 2 767 kg

2- Dipper stick digging strength 1 035 lb 720 kg 1 858 lb 844 kg 1 858 lb/844 kg 1 561 lb/628 kg 3 195 lb 1 452 kg 3 800 lb/1 724 kg 2 580 lb/1 170 kg

3- Boom maximum lift capacity 780 lb 354 kg 1 180 lb 536 kg 1 180 lb/536 kg 989 lb/449 kg 1 125 lb 511 kg 1 180 lb/535 kg 989 lb/449 kg

4- Weight (less bucket and 3 pth) 660 lb 300 kg 945 lb 429 kg 1 095 lb/497 kg 1 340 lb 609 kg 1 635 lb/741 kg

A- Transport height 72 ” 182.8 cm 85 ” 215.9 cm 87 ”/220.9 cm 109 ” 277 cm 106 ”/269.2 cm

B- Stabilizer width in transport position 52 1/2” 133,35 cm 65 1/2 ” 166,4 cm 65 1/2 ”/166.4 cm 65  1/2 ” 166.4 cm 65  1/2 ”/166.4 cm

C- Ground clearance 14 ” 35.6 cm 14 ” 35.6 cm 14 ”/35.6 cm 14 ” 35.6 cm 14 ”/35.6 cm

F- Maximum digging depth 79 ” 200.7 cm 98 ” 249 cm 98 ”/249 cm 122 ”/310 cm 125 ” 317.5 cm 125 ”/317.5 cm 157 ”/398.8 cm

G- Maximum digging depth (2 ft. flat bottom) 78 ” 198 cm 96 ” 243.8 cm 96 ”/243.8 cm 120 ”/305 cm 123 ” 312.4 cm 123 ”/312.4 cm 155 ”/393.7 cm

J- Overall height in operating position 91 ” 231 cm 117 ” 297.2 cm 117 ”/297 cm 124 ”/315 cm 146 ” 370.8 cm 146 ”/370.8 cm

K- Loading height 60 ” 152.4 cm 82 ” 208.3 cm 82 ”/208.3 cm 89 ”/226.1 cm 112 ” 284.4 cm 112 ”/284.5cm

L- Loading reach 42 ” 106.68 cm 49 ” 124.5 cm 49 ”/124.5 cm 54 ”/137.2 cm 85 ” 215.9 cm 85 ”/215.9 cm

M-Reach (from axial pivot pin) 108 ” 274.3 cm 126 ” 320 cm 126 ”/320 cm 150 ”/381 cm 180 ” 457,2 cm 180 ”/457.2 cm 212 ”/538.5 cm

P- Bucket rotation 172˚ 172˚ 172˚ 172˚ 172˚

R- Stabilizer width in operating position 82 ” 208.3 cm 103 ” 262 cm 103 ”/262 cm 103 ” 262 cm 103 ”/262 cm

• Length of forearm 2 ’/61 cm 32 ”/81.3 cm

• Swing cylinder diameter 2 1/2 ” 6.35 cm 3 ” 7.62 cm 3 ”/7.62 cm 3 ” 7.62 cm 3 ”/7.62 cm

• Stabilizer cylinder diameter 2 ” 5.08 cm 2 1/2 ” 6.35 cm 2 1/2 ”/6.35 cm 3 ” 7.62 cm 3 ”/7.62 cm

• Boom cylinder diameter 2 1/2 ” 6.35 cm 3 ” 7.62 cm 3 ”/7.62 cm 31/2 ” 8.8 cm 3 1/2 ”/8.90 cm

• Dipperstick cylinder diameter 2 ” 5.08 cm 2 1/2 ” 6.35 cm 2 1/2 ”/6.35 cm 3 ” 7.62 cm 3 ”/7.62 cm

• Bucket cylinder diameter 2 ” 5.08 cm 2 1/2 ” 6.35 cm 2 1/2 ”/6.35 cm 2 1/2 ” 6.35 cm 2 1/2 ”/6.35 cm

• Maximum recommended hydraulic flow 5 GPM 8.9 l/m 7 G.P.M. 26.5 l/m 7 G.P.M. / 26.5 l/m 7 G.P.M. 26.5 l/m 7 G.P.M. / 26.5 l/m

• Operating pressure 1 800 PSI 12.5 MPa 2 250 PSI 15.5 MPa 2 250 PSI/15.5 MPa 2 250 PSI 15.5 MPa 2 700 PSI/18.6 MPa

• Recommended P.T.O. of tractor 20 to 40 HP 30 to 90 HP 35 to 95 HP 50 to 120 HP 70 to 130 HP

Standard features and 
decisive advantages
• Mechanical dual joystick
• Axial pivot pin with replaceable

bushings and wear pads
• Adjustable seat and forward tilting
• All buckets with replaceable teeth
• Heavy duty buckets with wear plates
• Fully protected hydraulic system with

built-in relief-shock load valve with
anti-cavitation features

• High quality hydraulic hose
• Lower locked 3 pt. hitch arms
• Transport and boom rotational lock

Options
• 7 G.P.M. auxiliary pump 

kit for P.T.O. 540 rpm
• Quick attach frame kit for “tractors” 

and “ SKID STEER “
• Flow divider to obtain the required

GPM
• Accessories; “ grubbing tooth “ and

“thumb “ available

Choose your color! Whatever your
preference of tractor, we have an
exclusive selection of 16 colors to 
choose from.

Hardy Equipment reserves the right to make any modifications without prior notice.

STANDARD BUCKETS
Width Capacity (S.A.E.)

9“ / 23 cm 0,75 pi3 / 21,2  l

12“ / 30 cm 1,25 pi3 / 33,7  l

16“ / 40 cm 1,77 pi3 / 47,7  l

24“ / 60 cm 2,50 pi3 / 67,5  l

30“ / 76 cm 3,12 pi3 / 88 l

Other 
available 
models 
upon request

HEAVY DUTY BUCKETS
Width Capacity (S.A.E.)

12“ / 30 cm 1,25 pi3 / 33,7  l

16“ / 40 cm 1,77 pi3 / 47,7  l

24“ / 60 cm 2,50 pi3 / 67,5  l

100, rue St-Arthur, Notre-Dame-de-Portneuf (Québec) Canada G0A 2Z0
Tél. : (418) 286-6621 • Fax : (418) 286-3733
info@gohardy.com   www.gohardy.com
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« Grubbing tooth »


